6 

z , 
6EW6 % 

SHARP-CUTOFF PENTODE 


E J-PIN MINIATURE TYPE 


GENERAL DATA 


Heater, for Unipotential Cathode: 
Voltage [AC or 00........... 
Current... vio жук cox Ge keds we UR 

77^ Direct Interelectrode Capacitances: 


Without With 
External External 
Shield Shield® 


Grid No.1 to plate ...... 0.04 max. 0.03 max. 
Grid No.1 to cathode, 
p grid No.3 & internal 
shield, grid No. 2, and 
heaters 64v kso urs 
Plate to cathode, grid 
No.3 & internal shield, 
grid No. 2, and heater. . 


Characteristics, Class Ay Amplifier: 


Plate Supply Voltage. ............ 125 volts 
Grid No: Эл co ww ш коча» Connected to cathode at socket 
Grid-No. 2 Supply Voltage. . . . . . eee 
Cathode Resistor. . . . PAPE Мадыл де ү 
Plate Resistance (Approx. js I ES EN 
Transconductance. . . . . EE DRE 
Plate Current. ..... . а ee 
Grid-No.2 Current... . . . . . . . c. 
Grid-No.1 Voltage (Approx. } 
pláte-ua.2-20 ш owe oec mS Rb Ez 


Mechanical: 


. 1-1/2" + 3/32" 
е ge АР ИОА - 0.650" to 0.750" 

4975 Ses San sents 5. 5. . See General Section 

Dot on. cats Sse eae ake de ei е oe 2. «TH I1/2 

жа Bases cb wu vs Smal ]~Button Miniature Pin (JEDEC No. E7-1) 
Basing Designation for BOTTOM VIEW... ........ 7C 


(4) (5) 
Pin 1-Grid No.1 Pin 6- Grid No.2 
Pin 2- Cathode (9 ра 7-Grid No.3, 
Pin 3- Heater 4 Interna! 
Pin 4- Heater РО Shield 
c Pin 5- Plate 
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6EW6 
SHARP-CUTOFF PENTODE 


AMPLIFIER — Class A, 
Maximum Ratings, Design—-Naximum Values: 
PLATE VOLTAGE. . 


GRID-No.3 (SUPPRESSOR-GRID) VOLTAGE. . . . 
GRID-No.2 (SCREEN-GRID) SUPPLY VOLTAGE . . 


GRID-No. 2 VOLTAGE See Grid-No. 


Rating Chart at front of Receiving Tube 
GRID-No. 1 (CONTROL-GRID) VOLTAGE: 
Positive-bias value 
GRID-No.2 !NPUT: 
For grid-No.2 voltages up 


to 165 volts... 0.65 max. 


For grid-No.2 voltages be- 


tween 165 and 330 volts ; See Grid-No. 


Rating Chart at front of Receiving Tube 
PEAK HEATER-CATHODE VOLTAGE: 


1 max. 


Heater negative with respect to cathode . 200 max. 
Heater positive with respect to cathode . 2004max. 


O with external shield JEDEC No.316 connected to cathode. 
^ The dc component must not exceed 100 volts. 
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6EW6 
AVERAGE CHARACTERISTICS 


ТЕТТЕ a ЕН 


6.3 VOLTS 
ID N23 CONNECTED TO 


ch 


SLIOA ығы | 
00 


oe э a So oe ode 


лттар", 


(Ip) OR GRID-N22 (Ico) MILLIAMPERES 


PLATE 


PEt ET TTT ET Ty ge 


| 
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о 
Р, (ей 
6EW6 
AVERAGE CHARACTERISTICS 


Ef =6.3 VOLTS 

PLATE VOLTS =125 

GRID. N23 CONNECTED. то 

GRID-Ne2 VOLTS =125 ` 
EEH 


PLATE (Ip) OR GRID-N22 (Ic2) MILLIAMPERES 


-3 -2.5 


2 -1,5 - 
GRID-N2} VOLTS 
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